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Date Prepared: 04/22/05

Date Printed: 04/29/05

MEDS NHo: 301.0404926-001.001

1,3,5-TRIMETEYLBENZENE (108-67-8)
ACGIH TLV 25.000 ppm - TWA

DIMETHYL GLUTARATE (1119-40-0)
Ho exposure limits establisghed

DIETHYLBENZENE (25340-17-4)
No exposure limits established

DIMETHYL ADIPATE (627-93-0)
No exposure limite established

DIMETHYL SUCCINATE (106-65-0)
Ho exposure limits established

XYLENE (1330-20-7)

OSHA PEL 100.000 ppm -~ TWA
OSHA VPEL 100.000 ppm - THWA
OSHEA VPEL 150.000 ppm - STEL
ACGIH TLV 100.000 ppm - TWA
ACGIE TLV 150.000 ppm - BTEL
OTHER LIMIT 46.000 ppm - TWA

ISOPROPYLBENZENE (98-82-8)

OSHA PEL 50.000 ppm - TWA (Skin)
OSHA VPEL 50.000 ppm - TWA (Skin)
ACGIE TLV 50.000 ppm - TWA (Skin)

ETHYLBENZENE (100-41-4)

OSHAR PEL 100.000 ppm - TWA
OGHA VPEL 100.000 ppm - TWA
OSHA VPEL 125.000 ppm - STEL
ACGIE TLV 100.000 ppm - TWA
ACGIH TLV 125.000 ppm - STEL

9. PHYSICAL AND CHBMICAL PROPERTIES

Boiling Point
(for component) 277.0 F (136.1 C)

Continued on next page
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Vapor Pressure
(for component) 14.000 mmHg

Specific Vapor Density
> 1.000 § ATR=1

Specifie Grawvity
-878 - .913 & 68B.00 F

Liguid Density
7.460 lbs/gal & 68.00 F
-896 kg/1L & 20.00 C

Percent Volatiles
Ho data

Volatile Organic Compounds (VOC)
B01.540 g/1 -

Evaporation Rate
ELOWER THAN ETHYL ETHER

Appearance
FREE OF SUSPENDED MATTER

State
LIQUID

Physical Form
HEOMOGENEOUS BOLUTION

Coler
WATER WHITE

Odor
HYDROCAEBON

pH
No data

Continued on next page
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10. STABILITY AND REACTIVITY

Hazardeus Pelymerization
' Product will not undergo hazardous polymerization.

Hazardous Decomposition
May form: earbeon dioxide and sarben monoxide, wvarious
hydrocarbons.

Chemical Gtability
Stable.

Incompatibility
Avold vontact with: acids, excessive heat, strong alkalls, strong
exidizing agents.

e b 00 TOXICOLOGICAL INFORMATION

Ho data

12. ECOLOGICAL INFORMATION

Ha data

13. PDISPOSAL CONSIDERATION

Waste Management Information
Diepoee of in accordance with all applinnbln local, state and
federal regulations. Do not discharge effluent containing this
product inte lakes, streams, pﬂhdl or estuaries, oceans, or octher
waters unless in accoardance with the requirements of a National
Pollutant Discharge Elimination System (NFDES) permit, and the
permitting authority has been notified in writing prier teo
discharge. Do not discharge effluent containing this produet to
sewer systems without previcusly notifying the local sewage
treatment plant authority. For guidance, contact your State Water
Board or Regional Office of the EPA. For assistance with your
waste management needs - including disposal, recycling and waste
stream reduction, contact Ashland Distribution Company, ICES
Environmental Services Group at BO0-637-7922.

Continued on next page
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14. TRANSFORT INFORMATION

DOT Information - 49 CPR 172.101
DOT Description:
HON-REGULATED BY D.O.T.

Container/Modas
55 GAL DRUM/TRUCK PACKAGE

HOE Component:
AROMATIC PETROLEUM DISTILLATES

RO (Reportable Quantity) - 49 CFR 172.101
PFroduct Quantity (lbs) Componant

—— T ) T e e e e S S o

8218 XYLENES (0-, M-, P- ISOMERS)

Other Transportation Informatieon :
The Transpozrt Information may wvary with the container and mode of
shipment.

15. REGULATORY INFORMATION

US Federal Requlations
TSCA (Toxic Substances Contrel Act) Status
TSCA (UNITED STATES) The intentional ingredients of this
product are listed.

CERCLA RQ - 40 CFR 302.4(a)

Component RQ (lbs)

XYLENES (0=, M-, P- ISOMERS) 100
CUMENE 5000
ETHYLBENZENE io000

' SARA 302 Components - 40 CFR 355 Appendix a
Not appliecable

Continuned on next page
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Eection 311/312 Hazard Class - 40 CFR 370.2
Immediate(X) Delayed(X) Fire(X) Reactive( ) Sudden
Helease of Pressure( )

SARA 313 Components - 40 CFR 372.65

Saction 313 Component(s) CAS Number L ]

XYLENE (MIXED ISOMERS) 1330-20-7 1.70
CUMENE 98-82-8 1.62
ETEYLBENZENE 100-41-4 -32

OBHA Process Safety Management 29 CFR 1910
None listed

EPA Accidental Release Prevention 40 CFR 68
Hone listed

International nnguliilan-
Inventory Status
Hot determined

State and Local Regulations
Califernia Proposition 65

The following statement ie made in order to comply with the
Califormnia Safe Drinking Water and Toxiec Enforaement Act of
1986: This product contains the fellowing substance(s) known to
the state of California to caunse cancer.
FORMALDERYDE (GAS)
ETHYL ACRYLATE
BENZENE

The following statement is made in order teo comply with the
California Safe Drinking Water and Toxioc Enforcement Act of
1986: This product contains the following substance({s) known to
the state of Califormia to cause reproduative harm.

TOLUENE

BENZENE

Contipued on next page
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Hew Jersey RTK Label Information
PSEUDOCUMENE
1,3,5-TRIMETEYLBENZENE
DIETHYLBENZENE
XYLENES
CUMENE
ETHYL BENZENE

Pennsylvania RTK Label Informatien
PEEUDOCUMENE
BENZENE, DIMETHYL-
BENZENE, (1-METHYLETHYL)-

95-63-6
108-67-8
25340-17-4
1330-20-7
98-82-8
100-41-4

95-63-6
1330-20-7
98-82-8

16. OTHER INFORMATION

The information aceumnlated herein is believed to be accurate but
is not warranted to be whether originating with the company or
not. Recipients are advisaed to confirm in advance of need that the
information is ourrent, applicable, and suitable to their

gireumstances.

Last page

SOURCE:ASHLAND INC WITR, EASYWTR





